

Your new rapid-acting continuous screw Craftsman 
Woodworker’s Vise is designed to let you change 
jaw openings frequently and quickly. The patented 
“Power-slide” lock engages the thread when moved 


in a clockwise motion. This assures positive forward 
motion and secure holding power. A counter-clock¬ 
wise motion disengages the lock for fast adjustments 
in either direction. 
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HOW TO ORDER REPAIR PARTS 



CRAFTSMAN WOODWORKER’S VISE MODEL 391.5195 
Key 


No. 

Part No. 

Description 

1 

1951 

Handle, with knobs 

2 

1952 

Dog, with Pin and Spring 

3 

1953 

Front Jaw, with Guide Rods 

4 

1954 

Main Screw 

5 

1955 

Drag Bar 

6 * 

1956 * 

Cotter Pin, 5/32" x 1" 

7 

1957 

Main Vise Nut & Carrier 

8 

1958 

Back Jaw 

9 ’ 

1959* 

Solid Rivet, 5/16" x 1-1/2" 

10 

19510 

Screw Head, with Rivet 

11 

19511 

Handle Knob only 


‘Standard Hardware Item — may be purchased locally. 
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Mounting Template for 

NUMBER 391.5195 CRAFTSMAN WOODWORKERS VISE 



Follow instructions below for mounting vise on 2% y/ hardwood bench top. On benches of less than 2 ]/” thickness, mount a block 


4"xl0 /# x sufficient thickness to make a total thickness of 2/^". 

1. Fold Template so that folded line fits bottom edge of bench. 

2. Mark centers for drilling holes in face and bottom of bench. 

3. Drill pilot holes (A-A) in face of bench with ^'(*) drill to 1/^' depth. 

4. Drill pilot holes (B-B) in bottom of bench with (*) drill to 1" depth. 

(*) Recommendations given above are for average conditions in hard wood. Allowances may be made to meet specific 
condition's or to suit special woods. 


5. Assemble washers on bolts. Run bolts into holes (B-B) until top surfaces of 

washers are about J/fc” below bottom surface of bench. 

6. Slide mounting lugs on vise between bottom surface of bench and washers. 

Pull up lag bolts to hold vise. Do not tighten! 

7. Assemble 1wood screws through counter-sunk holes in back jaw face and tighten. 

Now tighten lag bolts. 

8. When vise is properly mounted, top of jaws will be approximately Vg'below bench top. 

Top edge of bench will help to keep tools from striking metal jaws of vise. Bench top can be 
refinished without removing and remounting vise. 


























































